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The table lists the various receiver operating modes, with reference to the type 
of radio control that can be used. In all cases, it is advised to also consult the 
user instructions of the radio controls being used.

6.1 Radio control memory reset

Press and hold down the P1 button until 20s have passed; the LED lights will 
flash four times to indicate that the remote control memory has been reset.

6.2 Changing the 281/2 radio receiver coding

To change the type of radio control code managed by the 281/2 receiver, 
correctly place jumpers (C-RAD) and complete the radio controls memory reset 
described in section 6.1.

WARNING:  the position of the jumper is read and the code type is updated 
only after the radio control memory rest has been completed.

6.3 Self-learning of the radio controls for standard systems

NOTE 1:  Self-learning is only possible if the receiver is not protected or blocked 
by the activated UART serial communication.
NOTE 2:  The type of radio coding set determines the type of radio control 
that can be learned.

Press and release the P1 button.
The LED light corresponding to the channel on which the radio control will 
be learned remains lit.

Press and release the P1 button to change the learned channel.

Press the remote control button to be associated to the selected channel. 
The LED light will turn off for approximately 1 second to indicate that the 
button has been learned.

Within 10s from the previous storage, press the keys of any other radio 
controls to be learned.
Wait 10s to complete the programming.

6.4 Learning of radio controls for customized systems

NOTE 1:  Self-learning is only possible if the receiver is not protected or blocked 
by the activated UART serial communication.
NOTE 2:  The radio controls must all have the same customization keys 
(KEYCODE 1, KEYCODE 2).
NOTE 3:  Make sure that the radio coding set is Rolling Code or D.A.R.T..

Press and release the P1 button. The LED light corresponding to the channel 
on which the radio control will be learned remains lit.

Press and release the P1 button to change the learned channel.

NOTE 4:  If this is the first radio control to be stored, press the hidden button for 
3s before pressing the button to be stored. 

Press the remote control button to be associated to the selected channel. 
The LED light will turn off for approximately 1 second to indicate that the 
button has been learned.

Within 10s from the previous storage, press the keys of any other radio 
controls to be learned.
Wait 10s to complete the programming.

6.5 Learning of radio controls from hidden button

Using the hidden button of a previously-memorised radio control, it is possible 
to start the new radio controls learning procedure.
NOTE 1:  Manual learning is only possible if the receiver is not protected or 
blocked due to active UART serial communication (NETLINK connected).
NOTE 2:  The radio control used to start learning must not be the “clone” type.

Place a previously-memorised radio control near to the receiver and press 
the hidden button for 1s.
Press any button of the radio control to be memorised within 10s. During the 
wait, both the CH1 and CH2 LEDs will be on with a fixed light.
Repeat the previous point if other radio controls are to be memorised or wait 
10s and conclude learning.

WARNING:  The radio controls learned using this procedure will have the 
buttons with the same functions envisioned by the radio control on which the 
hidden but-ton was pressed.

7. Status LEDs description

7.1 Verifying the learned radio control button

During normal operations, when receiving a radio control that has been 
stored, the LED light of the enabled channel flashes for 1s.

7.2 Verifying the presence of a power supply and enabled manual 
programming

Both LED lights flash every 10s when the 281/2 receiver is not protected or 
blo-cked by the activated UART serial communication (NETLINK connected).

7.3 Verifying receiver blocked by the activated UART serial communication

Both LED lights flash rapidly. In this case it is not possible to access manual 
pro-gramming. Disconnect the UART connector and wait at least 20s.

7.4 Verify receiver with activated security code

Both LED lights flash slowly. In this case it is not possible to access manual pro-
gramming. Reset the radio control memory to remove the protection from 
the receiver.
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